QUINSTAR

TECHNOLOGY, INC.

QAS

Mechanical Specifications
OUTLINE DIMENSIONS, inches/mm

GHECLERCH] iV ECLIDE | e NCE LEVEL SET ATTENUATOR/PHASE SHIFTER FIXED ATTENUATOR
BAND SIZE PATTERN
A B C L
K WR-42 UG-595/U | 0.88/22.4 | 3.70/94.0 4.00/101.6 3.0/76.2
Ka WR-28 UG-599/U | 0.75/19.1 | 3.60/91.4 3.00/76.2 2.75/69.9
Q WR-22 UG-383/U | 1.125/28.6 | 3.60/91.4 3.00/76.2 2.75/69.9
u WR-19 UG-383/U | 1.125/28.6 | 3.60/91.4 3.00/76.2 2.75/69.9
\ WR-15 UG-385/U | 0.75/19.1 | 3.60/91.4 3.00/76.2 2.0/50.8
E WR-12 UG-387/U | 0.75/19.1 | 3.60/91.4 3.00/76.2 2.0/50.8
w WR-10 UG-387/U | 0.75/19.1 | 3.60/91.4 3.00/76.2 2.0/50.8
F WR-8 UG-387/U | 0.75/19.1 | 3.60/91.4 3.00/76.2 2.0/50.8
D WR-6 UG-387/U | 0.75/19.1 | 3.60/91.4 3.00/76.2 2.0/50.8

Custom Products available. Contact us at sales@quinstar.com or submit an RFQ.
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