
QJH Series

Matched Hybrid Tees and Power Dividers

SPECIFICATIONS

FREQUENCY BAND K Ka Q U V E W F D

Frequency Range (GHz)1 18-26.5 26.5-40 33-50 40-60 50-75 60-90 75-110 90-140 110-170

Waveguide Size* WR-42 WR-28 WR-22 WR-19 WR-15 WR-12 WR-10 WR-8 WR-6

Insertion Loss (dB MAX) 0.5 0.5 0.7 0.8 1 1 1 1.2 1.2

VSWR, H-Plane (MAX) 1.5:1 1.5:1 1.5:1 1.5:1 1.5:1 1.5:1 1.5:1 1.5:1 1.5:1

VSWR, E-Plane (MAX) 1.6:1 1.6:1 1.6:1 1.6:1 1.6:1 1.6:1 1.6:1 1.6:1 1.6:1

Balance ( ± dB typ) 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5 0.5

Isolation -E-plane to H (typ) 30 30 30 30 30 30 30 30 30

Isolation-Colinear arms (typ) 20 20 20 20 20 20 20 20 20

*Other waveguide sizes are available.
1 Standard products meet full performance specifications over 80% of the waveguide band, with slightly 

degraded performance over the balance of the band. Narrow bandwidth versions (25% of waveguide band) 

with superior isolation and lower insertion loss are available.
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QJH Series

Matched Hybrid Tees and Power Dividers

MECHANICAL SPECIFICATIONS/OUTLINE DRAWINGS

FREQUENCY 

BAND

WAVEGUIDE 

SIZE

FLANGE 

PATTERN

A B C

K* WR-42 UG-595/U 1.25/31.8 1.25/31.8 0.88/22.4

Ka* WR-28 UG-599/U 1.00/25.4 1.00/25.4 1.00/25.4

Q* WR-22 UG-383/U 1.38/35.1 1.38/35.1 1.38/35.1

U WR-19 UG-383/U 1.38/35.1 1.38/35.1 1.38/35.1

V WR-15 UG-385/U 1.00/25.4 1.00/25.4 0.80/20.3

E WR-12 UG-387/U 1.00/25.4 1.00/25.4 0.80/20.3

W WR-10 UG-387/U-M 1.00/25.4 1.00/25.4 0.80/20.3

F WR-8 UG-387/U-M 1.00/25.4 1.00/25.4 0.80/20.3

D WR-6 UG-387/U-M 1.00/25.4 1.00/25.4 0.80/20.3

*Square flanges are available.

DIMENSIONS (inches/mm)
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