Qly
PRECISION JUNCTION CIRCULATORS

QUINSTAR

TECHNOLOGY, INC.

Specifications
0 BA D 3 Q
Frequency Range (GHz) 18-26.5] 26.5-40 | 33-50 | 40-60 | 50-75 | 60-90 75-110
Waveguide Size WR-42 | WR-28 | WR-22 | WR-1S | WR-15 | WR-12 WR-10
Bandwidth (GHz min) 2 2 2 2 2 2 2
BCIEHEN R oo 20 20 20 20 20 18 18
min)
Three-Junction (Circulator Only) 35 35 35 35 35 35 35
Insertl:)nr;)l;;)ss (dB Single-Junction 0.3 0.5 0.5 0.6 0.7 0.8 1
Three-Junction (Circulator Only) 1 1 1.1 1.2 1.3 1.5 1.6
VSWR (max) 1.2:1 1.2:1 1.2:1 1.2:1 1.3:1 1.3:1 1.3:1
Power Rating (Watts max), QJY Junction Circulator 10 8 8 6 5 5 4
Power Rating (Watts max), QJI Junction Isolator 3 3 2 2 85 1 1

Other waveguide sizes are available.
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PRECISION JUNCTION CIRCULATORS

Mechanical Specifications

WAVEGUIDE FL

FREQUENCY BAND

SIZE

PATTER

UHYIEar

THREE-JUNCTION OUTLINE
DIMENSIONS, inches/mm

A B C
K WR-42 UG-595/U | 1.20/30.5 | 0.88/22.4 | 1.00/25.4 | 1.50/38.1 | 1.20/30.5 | 2.00/50.8
Ka WR-28 UG599/U | 0.90/22.9 | 0.80/20.3 | 0.90/22.9 | 1.25/31.8 | 1.20/30.5 | 1.50/38.1
Q WR-22 UG-383/U | 1.45/36.8 | 1.20/30.5 | 1.13/28.7 | 1.25/31.8 | 1.20/30.5 | 1.50/38.1
U WR-19 UG-383/U | 1.45/36.8 | 1.20/30.5 | 1.13/28.7 | 1.25/31.8 | 1.20/30.5 | 1.50/38.1
\ WR-15 UG-385/U | 1.05/26.7 | 0.85/21.6 | 1.00/25.4 | 1.14/29.0 | 0.98/24.9 | 1.10/27.9
E WR-12 UG-387/U | 1.05/26.7 | 0.85/21.6 | 1.00/25.4 | 1.14/29.0 | 0.98/24.9 | 1.10/27.9
w WR-10 UG-387/U | 1.05/26.7 | 0.85/21.6 | 1.00/25.4 | 1.14/29.0 | 0.98/24.9 | 1.10/27.9
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Single-Junction Circulators and Isolators
(round flange pattern shown)
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PRECISION JUNCTION CIRCULATORS
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Three-Junction Circulators
(round flange pattern shown)

Made in USA - Quinstar Technology, Inc. - 24085 Garnier St. Torrance, CA 90505 U.S.A. - Phone: (310) 320-1111 - Email: sales@quinstar.com



