
Model Number
Frequency 

(GHz)

Power P1dB 

(dBm)
Gain (dB)

Gain 

Flatness 

(±dB)

Voltage 

(V)

Typical 

Crnt (A)
Volt (V)

Typical 

Crnt (mA)

QPN- ☐☐☐☐ 2310 18-22 23 10 1.25 12 0.5 – –

QPN- ☐☐☐☐ 2325 18-22 23 25 1.5 12 0.6 – –

QPN- ☐☐☐☐ 2340 18-22 23 40 2 12 0.7 – –

QPN- ☐☐☐☐ 2710 18-22 27 10 1.25 12 0.8 – –

QPN- ☐☐☐☐ 2725 18-22 27 25 1.5 12 1.1 – –

QPN- ☐☐☐☐ 2740 18-22 27 40 2 12 1.2 – –

QPN- ☐☐☐☐ 3010 18-22 30 10 1.25 12 1.5 – –

QPN- ☐☐☐☐ 3025 18-22 30 25 1.5 12 1.8 – –

QPN- ☐☐☐☐ 3040 18-22 30 40 2 12 1.9 – –

QPN- ☐☐☐☐ 3310 18-22 33 10 1.5 10 3 – –

QPN- ☐☐☐☐ 3325 18-22 33 25 1.75 10 3.4 – –

QPN- ☐☐☐☐ 3340 18-22 33 40 2 10 3.5 – –

QPN- ☐☐☐☐ 3620 18-22 36 20 1.75 10 6 -12 150

QPN- ☐☐☐☐ 3640 18-22 36 40 2 10 6.5 -12 150

QPN- ☐☐☐☐ 3820 18-22 38 20 1.75 10 12 -12 150

QPN- ☐☐☐☐ 3840 18-22 38 40 2 10 13 -12 150

QPN- ☐☐☐☐ 2310 22-26 23 10 1.25 12 0.5 – –

QPN- ☐☐☐☐ 2325 22-26 23 25 1.5 12 0.6 – –

QPN- ☐☐☐☐ 2340 22-26 23 40 2 12 0.7 – –

QPN- ☐☐☐☐ 2710 22-26 27 10 1.25 12 0.8 – –

QPN- ☐☐☐☐ 2725 22-26 27 25 1.5 12 1.1 – –

QPN- ☐☐☐☐ 2740 22-26 27 40 2 12 1.2 – –

QPN- ☐☐☐☐ 3010 22-26 30 10 1.25 12 1.5 – –

QPN- ☐☐☐☐ 3025 22-26 30 25 1.5 12 1.8 – –

QPN- ☐☐☐☐ 3040 22-26 30 40 2 12 1.9 – –

QPN- ☐☐☐☐ 3310 22-26 33 10 1.5 10 3 – –

QPN- ☐☐☐☐ 3325 22-26 33 25 1.75 10 3.4 – –

QPN- ☐☐☐☐ 3340 22-26 33 40 2 10 3.5 – –

QPN- ☐☐☐☐ 3620 22-26 36 20 1.75 10 6 -12 150

QPN- ☐☐☐☐ 3640 22-26 36 40 2 10 6.5 -12 150

QPN- ☐☐☐☐ 3820 22-26 38 20 1.75 10 12 -12 150

QPN- ☐☐☐☐ 3840 22-26 38 40 2 10 13 -12 150

QPN- ☐☐☐☐ 2315 26-32 23 15 1.5 12 0.4 – –

QPN- ☐☐☐☐ 2326 26-32 23 26 1.75 12 0.45 – –
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QPN- ☐☐☐☐ 2337 26-32 23 37 2 12 0.5 – –

QPN- ☐☐☐☐ 2348 26-32 23 48 2.5 12 0.55 – –

QPN- ☐☐☐☐ 2713 26-32 27 13 1.5 12 0.9 – –

QPN- ☐☐☐☐ 2728 26-32 27 28 1.75 12 1.1 – –

QPN- ☐☐☐☐ 2739 26-32 27 39 2 12 1.2 – –

QPN- ☐☐☐☐ 2750 26-32 27 50 2.5 12 1.3 – –

QPN- ☐☐☐☐ 3027 26-32 30 27 2 12 3.1 – –

QPN- ☐☐☐☐ 3038 26-32 30 38 2.25 12 3.2 – –

QPN- ☐☐☐☐ 3050 26-32 30 50 2.5 12 3.3 – –

QPN- ☐☐☐☐ 3327 26-32 33 27 2 12 4.4 -12 50

QPN- ☐☐☐☐ 3338 26-32 33 38 2.25 12 4.5 -12 50

QPN- ☐☐☐☐ 3350 26-32 33 50 2.5 12 4.6 -12 50

QPN- ☐☐☐☐ 3627 26-31 36 27 2 8 8.8 -12 50

QPN- ☐☐☐☐ 3638 26-31 36 38 2.25 8 9 -12 50

QPN- ☐☐☐☐ 3650 26-31 36 50 2.5 8 9.6 -12 50

QPN- ☐☐☐☐ 3827 26-31 38 27 2 8 17 -12 50

QPN- ☐☐☐☐ 3838 26-31 38 38 2.25 8 18 -12 50

QPN- ☐☐☐☐ 3850 26-31 38 50 2.5 8 19 -12 50

QPN- ☐☐☐☐ 2312 32-36 23 12 1.75 12 0.7 – –

QPN- ☐☐☐☐ 2325 32-36 23 25 2 12 0.8 – –

QPN- ☐☐☐☐ 2336 32-36 23 36 2.25 12 0.9 – –

QPN- ☐☐☐☐ 2347 32-36 23 47 2.5 12 0.95 – –

QPN- ☐☐☐☐ 2712 32-36 27 12 1.75 12 1.4 -12 50

QPN- ☐☐☐☐ 2725 32-36 27 25 2 12 1.6 -12 50

QPN- ☐☐☐☐ 2736 32-36 27 36 2.25 12 1.8 -12 50

QPN- ☐☐☐☐ 2747 32-36 27 47 2.5 12 2 -12 50

QPN- ☐☐☐☐ 3010 32-36 30 10 1.75 12 2.8 -12 50

QPN- ☐☐☐☐ 3023 32-36 30 23 2 12 3 -12 50

QPN- ☐☐☐☐ 3035 32-36 30 35 2.25 12 3.2 -12 50

QPN- ☐☐☐☐ 3045 32-36 30 45 2.5 12 3.5 -12 50

QPN- ☐☐☐☐ 3312 32-36 33 12 1.75 12 4.8 -12 100

QPN- ☐☐☐☐ 3323 32-36 33 23 2 12 5 -12 100

QPN- ☐☐☐☐ 3335 32-36 33 35 2.25 12 5.2 -12 100

QPN- ☐☐☐☐ 3345 32-36 33 45 2.5 12 5.5 -12 100

QPN- ☐☐☐☐ 3621 32-36 36 21 2 10 11 -12 150

QPN- ☐☐☐☐ 3630 32-36 36 30 2.25 10 11 -12 150

QPN- ☐☐☐☐ 3640 32-36 36 40 2.5 10 11 -12 150

QPN- ☐☐☐☐ 3820 32-36 38 20 2 10 18 -12 200

QPN- ☐☐☐☐ 3830 32-36 38 30 2.25 10 19 -12 200

QPN- ☐☐☐☐ 3840 32-36 38 40 2.5 10 20 -12 200

QPN- ☐☐☐☐ 2313 36-40 23 13 1 10 0.35 – –

QPN- ☐☐☐☐ 2324 36-40 23 24 1.5 10 0.4 – –

QPN- ☐☐☐☐ 2335 36-40 23 35 1.75 10 0.5 – –

QPN- ☐☐☐☐ 2345 36-40 23 45 2 10 0.55 – –

QPN- ☐☐☐☐ 2710 36-40 27 10 1.5 8 0.9 – –

QPN- ☐☐☐☐ 2723 36-40 27 23 1.75 8 1.2 – –

QPN- ☐☐☐☐ 2734 36-40 27 34 2 8 1.3 – –
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QPN- ☐☐☐☐ 2745 36-40 27 45 2.5 8 1.4 – –

QPN- ☐☐☐☐ 3021 36-40 30 21 1.75 8 3.6 – –

QPN- ☐☐☐☐ 3032 36-40 30 32 2 8 4 – –

QPN- ☐☐☐☐ 3043 36-40 30 43 2.5 8 4.2 – –

QPN- ☐☐☐☐ 3321 36-40 33 21 1.75 8 5 -12 100

QPN- ☐☐☐☐ 3332 36-40 33 32 2 8 5 -12 100

QPN- ☐☐☐☐ 3343 36-40 33 43 2.5 8 5.5 -12 100

QPN- ☐☐☐☐ 3621 36-40 36 21 2 8 11 -12 150

QPN- ☐☐☐☐ 3632 36-40 36 32 2.25 8 11 -12 150

QPN- ☐☐☐☐ 3643 36-40 36 43 2.5 8 11 -12 150

QPN- ☐☐☐☐ 3820 36-40 38 20 2 8 16 -12 200

QPN- ☐☐☐☐ 3832 36-40 38 32 2.25 8 16.5 -12 200

QPN- ☐☐☐☐ 3843 36-40 38 43 2.5 8 17 -12 200

QPN- ☐☐☐☐ 2325 40-44 23 25 1.5 6 0.5 - -

QPN- ☐☐☐☐ 2335 40-44 23 35 1.75 6 0.8 - -

QPN- ☐☐☐☐ 2345 40-44 23 45 2 6 1.1 - -

QPN- ☐☐☐☐ 2355 40-44 23 55 2.5 8 2.4 -12 50

QPN- ☐☐☐☐ 2725 40-44 27 25 1.5 8 3.5 -12 50

QPN- ☐☐☐☐ 2735 40-44 27 35 1.75 8 3.6 -12 50

QPN- ☐☐☐☐ 2745 40-44 27 45 2 8 3.6 -12 50

QPN- ☐☐☐☐ 2755 40-44 27 55 2.5 8 3.7 -12 50

QPN- ☐☐☐☐ 3013 40-44 30 13 1.5 8 5 -12 50

QPN- ☐☐☐☐ 3023 40-44 30 23 1.75 8 5.5 -12 50

QPN- ☐☐☐☐ 3033 40-44 30 33 2 8 5.7 -12 50

QPN- ☐☐☐☐ 3043 40-44 30 43 2.5 8 5.9 -12 50

QPN- ☐☐☐☐ 3312 40-44 33 12 1.5 8 10 -12 100

QPN- ☐☐☐☐ 3323 40-44 33 23 1.75 8 11 -12 100

QPN- ☐☐☐☐ 3333 40-44 33 33 2 8 11.5 -12 100

QPN- ☐☐☐☐ 3343 40-44 33 43 2.5 8 11.8 -12 100

QPN- ☐☐☐☐ 3612 40-44 36 12 1.5 8 19 -12 100

QPN- ☐☐☐☐ 3623 40-44 36 23 1.75 8 20 -12 100

QPN- ☐☐☐☐ 3633 40-44 36 33 2 8 21 -12 100

QPN- ☐☐☐☐ 3643 40-44 36 43 2.5 8 22 -12 100

QPN- ☐☐☐☐ 2312 44-48 23 (Psat) 20 1.5 6 0.28 - -

QPN- ☐☐☐☐ 2332 44-48 23 (Psat) 32 2 6 0.6

QPN- ☐☐☐☐ 2342 44-48 23 (Psat) 42 2 6 0.8

QPN- ☐☐☐☐ 2610 44-48 26 (Psat) 10 2 12 1.2 -12 50

QPN- ☐☐☐☐ 2620 44-48 26 (Psat) 20 2 12 1.5 -12 50

QPN- ☐☐☐☐ 2630 44-48 26 (Psat) 30 2 12 1.6 -12 50

QPN- ☐☐☐☐ 2640 44-48 26 (Psat) 40 2 12 1.8 -12 50

QPN- ☐☐☐☐ 2318 50-54 24 (Psat) 18 2 6 0.6 – –

QPN- ☐☐☐☐ 2330 50-54 24 (Psat) 30 2 6 0.8 – –

QPN- ☐☐☐☐ 2618 50-54 26 18 2 6 1.2 – –

QPN- ☐☐☐☐ 2630 50-54 26 30 2 6 1.3 – –

QPN- ☐☐☐☐ 2818 50-54 28 18 2.5 (typ) 6 2.5 – –

QPN- ☐☐☐☐ 2830 50-54 28 30 2.5 (typ) 6 2.8 – –

QPN- ☐☐☐☐ 2318 54-58 23 18 2 6 1 – –

Made in USA - Quinstar Technology, Inc. - 24085 Garnier St. Torrance, CA 90505 U.S.A. - Phone: (310) 320-1111 - Email: sales@quinstar.com



QPN- ☐☐☐☐ 2330 54-58 23 30 2 6 1.4 – –

QPN- ☐☐☐☐ 2618 54-58 26 (Psat) 18 2 6 2 – –

QPN- ☐☐☐☐ 2630 54-58 26 (Psat) 30 2 6 2.2 – –

QPN- ☐☐☐☐ 2816 54-58 28 (Psat) 16 2.5 (typ) 6 4 – –

QPN- ☐☐☐☐ 2830 54-58 28 (Psat) 30 2.5 (typ) 6 4.4 – –

QPN- ☐☐☐☐ 2318 58-62 23 18 2 6 1 – –

QPN- ☐☐☐☐ 2330 58-62 23 30 2 8 1.5 – –

QPN- ☐☐☐☐ 2618 58-62 26 (Psat) 18 2 8 2.5 – –

QPN- ☐☐☐☐ 2630 58-62 26 (Psat) 30 2 8 3 – –

QPN- ☐☐☐☐ 2816 58-62 28 (Psat) 16 2.5 (typ) 8 4 – –

QPN- ☐☐☐☐ 2830 58-62 28 (Psat) 30 2.5 (typ) 8 4.5 – –

QPN- ☐☐☐☐ 2318 62-66 23 18 2 8 1.3 – –

QPN- ☐☐☐☐ 2330 62-66 23 30 2 8 1.5 – –

QPN- ☐☐☐☐ 2618 62-66 26 (Psat) 18 2 8 2.6 – –

QPN- ☐☐☐☐ 2630 62-66 26 (Psat) 30 2 8 3 – –

QPN- ☐☐☐☐ 2816 62-66 28 (Psat) 16 2 8 5.5 – –

QPN- ☐☐☐☐ 2830 62-66 28 (Psat) 30 2.5 8 6.5 – –

QPN- ☐☐☐☐ 2128 71-76 21 22 2 5 1.4 – –

QPN- ☐☐☐☐ 2428 71-76 24 25 2 5 1.6 – –

QPN- ☐☐☐☐ 2628 71-76 26 25 2 5 3 – –

QPN- ☐☐☐☐ 2735 71-76 27 (Psat) 35 2T 5 4

QPN- ☐☐☐☐ 2428 71-76 30 25 2 5 5 – –

QPN- ☐☐☐☐ 2428 81-86 24 25 2 5 1.8 – –

QPN- ☐☐☐☐ 2728 81-86 26 25 2 5 2.3 – –

QPN- ☐☐☐☐ 2728 81-86 27 (Psat) 25 2 5 1.8 – –

QPN- ☐☐☐☐ 2728 81-86 30 (Psat typ) 25 2.2 5 2.5 – –

QPN- ☐☐☐☐ 2420 90-95 24 (Psat) 10 2 5 1.3 – –

QPN- ☐☐☐☐ 2430 90-95 24 (Psat) 28 2 5 1.5 – –

QPN- ☐☐☐☐ 2718 90-95 27 (Psat) 15 (typ) 2.5 5 2.5 – –

QPN- ☐☐☐☐ 2730 90-95 27 (Psat) 28 2.5 5 3.5 – –

QPN- ☐☐☐☐ 3018 90-95 30 (Psat) 15 (typ) 3 5 5 – –

QPN- ☐☐☐☐ 3030 90-95 30 (Psat) 28 3.5 5 5.5 – –

QPN- ☐☐☐☐ 3330 90-95 33 (Psat) 28 4 5 11 - -

QPN- ☐☐☐☐ 2318 95-100 23 (Psat) 28 2 5 2.2 - -

QPN- ☐☐☐☐ 2628 95-100 26 (Psat) 28 2.5 5 5 - -

Custom Products available. Contact us at sales@quinstar.com or submit an RFQ.
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