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Specifications

WAVEGUIDE LJuLioLdr

Band
F
requency 18-265 | 26540 | 33-50 40-60 50-75 60-90 75-110
Range (GHz)
Waveguid
Sizaevegu' € WR-42 | WR28 | wr22 WR-19 WR-15 | WR-12 WR_10
Waveguid
Flaa:gef”' ¢ |uc-595/U| UG-599/U| UG-383/U | UG-383/U-M | UG-385/U | UG-387/U | UG-387/U-M
VSWR (max) | 1.10-1 | 1.10:1 | 1.10:1 1.10:1 1.10:1 1.10:1 1.10:1
P
ower 10 10 10 10 10 10 10
Handling (W)
Length
(ii;im) 3.31/84.0 | 2.81/71.3 | 2.56/65.0 | 2.56/65.0 |2.00//50.8|2.00//50.8| 2.00//50.8
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Dior | 8aND | waveGuDEsize | FREGUENCT L (/MM FLANGE TYPE
001 K WE-42 18-26.5 3.31/840 UG-595/U
002 Ka WE-28 26.5-40 281/713 JG-599/U
— 003 a WR-22 33-30 2.56/630 UG-383/U —
004 U WE-1% 40-40 2.00/50.8 UG-383/U-M
Q03 i WR-15 a0-75 2.00/308 UG-385/U
006 E WE-12 &0-20 2.00/50.8 UG-387/U
Q07 W WR-10 75-110 2.00/50.8 UG-387/U-M
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