
QWL Series

Linear-to-Circular Fixed Polarizers

SPECIFICATIONS

PERFORMANCE PARAMETER TYPICAL CHARACTERISTICS

Frequency Range 12.4 to 110 GHz

Operating Bandwidth 20% of waveguide band

Axial Ratio (max) 1 dB

VSWR (typ) 1.3:1
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QWL Series

Linear-to-Circular Fixed Polarizers

MECHANICAL SPECIFICATIONS/OUTLINE DRAWINGS

FREQUENCY 

BAND

WAVEGUIDE 

SIZE

FLANGE 

PATTERN

Diameter (D) Length (L)

Ku WR-62 UG-541/U 1.44 4.00

K WR-42 UG-425/U 1.13 1.50

Ka WR-28 UG-381/U 1.13/28.7 1.50/38.1

Q WR-22 UG-383/U 1.13/28.7 1.50/38.1

U WR-19 UG-383/U 1.13/28.7 1.50/38.1

V WR-15 UG-385/U 0.75/19.1 1.00/25.4

E WR-12 UG-387/U 0.75/19.1 1.00/25.4

W WR-10 UG-387/U 0.75/19.1 1.00/25.4

OUTLINE DIMENSIONS, 

inches/mm

Fixed Polarizer
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