
QuinStar series QFF precision machined waveguide flanges are
offered for virtually any waveguide size and flange style in 12.4
to 220 GHz range covering waveguide bands WR-62 (KU) to
WR-5 (G-band).  Flanges with choke and O-ring groove are also 
available.  All flanges are available in brass, aluminum or 
copper as material.  Special flanges can be designed and 
manufactured as custom products.

Product Description

QFF

Model Number QFF - A B CDE

Ordering Information

waveguide band designator
Y = Ku-band E = E-band
K = K- band W = W-band
A= Ka-band F = F-band
Q =Q-band D = D-band
U = U-band G = G-band
V = V-band

flange type number
(see appendix A-H)

material
B = brass (standard)
A = aluminum
C = copper

Waveguide Flanges

Available in 0.062-inch diameter (standard size) in units of 50 pins per bag

Product Description

QFPStainless Steel Dowel Pins

Captivated waveguide flange screws are stainless steel 3/8” diameter head with
3/32” socket, 5/16” shaft length, standard 4-40 thread size. They are offered in
bags of 50 screws each.

Product Description

QFSCaptivated Waveguide Flange Screws

QUINSTAR
TECHNOLOGY, INC.

Waveguide Flanges, Adapters
and Associated Hardware

Made in USA 24085 Garnier Street, Torrance, CA 90505    (310) 320-1111  Fax:  (310) 320-9968    sales@quinstar.com    www.quinstar.com
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